
 
 

 
Products 

ADI's complete line of Dia-Vac® diaphragm 
vacuum pumps offers 100% oil-free, 
contamination free and leak free sampling. 
With the Dia-Vac® pumps, no oil, graphite or 
other potentially contaminating lubricants will 
come in contact with the gaseous stream. The 
reliable Dia-Vac® pumps are exceptionally 
quiet at all pressures and in most applications 
they can be operated for extended periods 
without the need for maintenance  

 

 

 

 

 

 

Micro Dia-Vac® Pumps 

 

The Micro Dia-Vac® pump is the smallest pump offered by ADI 
providing exceptional quality, reliability and affordability. Available with 
general purpose shaded pole or brush/ brushless DC motor options. 
Maximum performance range: 0-13 LPM, 0-28"Hg, and 0-30 PSIG.  

 

 

 

 

 

 

� Micro (0-13 LPM) 
� Macro New! (0-13.5 LPM) 
� Mini  (0-36 LPM) 
� Standard (0-150 LPM) 
� High Performance (0-82 

LPM) 
� Explosion Proof (0-150 LPM) 
� Heated Head (0-150 LPM) 
� High Vacuum (1 torr, 

29.9"HG) 
� Air Driven (0-150 LPM) 
� DC Operated (0-30 LPM) 
� Double Diaphragm (0-150 

LPM) 
� Specialty 

 

 
 



 

Macro Dia-Vac® Pumps New! 

 

Macro Dia-Vac® gaseous diaphragm sampling pumps are completely 
self contained and may be used for either built-in or portable 
applications. These economical oil-free, contamination-free and leak-free 
Dia-Vac® pumps offer up to 13 SLPM, 23 InHg, and 29 PSIG in a single 
head configuration. Macro Dia-Vac® pumps are exceptionally quiet and 
are available with Aluminum or Teflon-coated Aluminum wetted parts. 
They are an ideal choice for OEM customers.  

Mini Dia-Vac® Pumps 

 

The Mini Dia-Vac® is an excellent choice when your application 
requires an extremely durable diaphragm pump. The mini Dia-Vac with 
its special capacitor run feature, large bearings and fan allows for cool 
continuous operation with minimal maintenance. Available with General 
purpose, liquid duty TENV, Air Driven, ATEX, and brushless DC motor 
options. Maximum performance ranges 0-36 LPM, 0-22"HG and 33 
PSIG  

Standard Dia-Vac® Pumps 

 

These rugged pumps have withstood the test of time! With the many 
available options available the standard Dia-Vac can be utilized in almost 
any application you may have or we can customize the Standard Dia-Vac 
pump to meet your specific requirements. Available with General 
purpose open drip proof, TEFC, Brushless DC, Air Driven, and 
Explosion proof Options. Maximum performance: 0-29.5" HG, 0-150 
LPM, 0-75 PSIG  

High Performance Dia-Vac® Pumps 

 

Welcome to the newest line of rugged Dia-Vac® Pumps! The High 
Performance double head Dia-Vac® pump will provide greater response 
time in the most demanding applications!!! These durable pumps are 
available with General purpose, TEFC, Air Driven, Explosion proof 
UL/CSA Div I Class I group C and D, and Flameproof ATEX certified 
EEXD IIC T4 IP65 motor options. Wetted parts are available with 
aluminum or 316 Stainless steel for added corrosion resistance. 
Maximum performance: 0-29.5" HG, 0-84 LPM, 0-60 PSIG. You can 
count on the new high performance Dia-Vac to pass your gas with 
confidence!!  

Explosion Proof Dia-Vac® Pumps 

 

ADI's Dia-Vac® pumps are available with Explosion proof UL (Class I, 
Div I group B, C, D), CSA, ATEX (EExd IIC T4 IP65), and Air Driven 
motor options. Maximum performance: 0-29.9" HG, 0-150 LPM, 0-75 
PSIG  



 

Heated Head Dia-Vac® Pumps 

 

Heated Head options are available on the entire line of Dia-Vac® pumps 
up to a maximum of 400° F / 200° C. Using electrical heaters cartridges 
with either a thermocouple or fixed thermostatic temperature options, the 
heated head Dia-Vac® can help alleviate moisture condensation with the 
pump head. ADI also offers extended or elevated head options to allow 
you the option of placing the head directly into a heated compartment 
while the motor remains at ambient temperatures. Oversized high 
temperature bearings, high temperature motor and rugged construction 
allow for long term continuous use with minimal maintenance. Maximum 
performance 0-100, 0-29.5 "Hg, 0-75 PSIG.  

High Vacuum Dia-Vac® Pumps 

 

Meet our High Vac Dia-Vac®.. the highest quality vacuum pumps on the 
market. You will find the High Vacuum Dia-Vac® pumps to be 
extremely reliable and quiet with minimal vibration. Available with 
General Purpose, Explosion proof, Air Driven, TEFC, and 
brush/brushless DC motor options. Ultimate vacuum to 1 torr (29.9"HG) 
in quad head configuration or 10 torr (29.5"Hg) in double head series 
configuration.  

Air Driven Dia-Vac® Pumps 

 

ADI's Standard and Mini size Dia-Vac® pumps are available with Air 
driven motors... an ideal choice for extremely hazardous or remote 
sampling applications. Maximum performance 1-150 LPM, 0-29.9"HG 
or 0-75 PSIG.  

DC Dia-Vac® Pumps 

 

Our entire line of Dia-Vac® pumps are available with brushless DC 
motors offering extended motor life with low current draw, less noise, 
light weight, portability, variable speed controlled options and remote 
speed control options. Maximum Performance: 0-100 LPM, 0-28"Hg, 0-
50 PSIG.  

Double Diaphragm Dia-Vac® Pumps 

 

The double diaphragm system increases safety when sampling expensive 
or extremely hazardous gases. Should the primary diaphragm fail, the 
other diaphragm keeps the sample flow intact. The 1/8" NPT port 
connection allows the user to add a leak detection system and alarm. The 
detection system monitors the diaphragm for failure analysis and assures 
system integrity until maintenance can be performed  

 

 



 

Specialty Dia-Vac Pumps 

 

ADI offers customized diaphragm pumps built to your specific 
application requirements. Our 6 factory CNC machines provide the 
ability for Air Dimensions to customize any of the Dia-Vac pumps to 
pass your gas at your speed  

 


